
 

 

Introduction 

The GV‐TouchDisplay133 is a 13.3‐inch touch panel designed for GV‐Mobile NVR System. With the touch panel, you can monitor live 

images and operate NVR surveillance software by simply touching the screen. 

   

Compatible Devices   

 GV‐MNVR1000 System   

 GV‐MNVR2100 System 

 

Specifications 

Panel 

Panel Size  13.3 inch 

Resolution  1280 x 800 with LED Back Light   

Luminance of White  290 cd / m2   

View Angle  Horizontal 80°, Vertical 60° from Central 

Response Time  12 ms 

Contrast Ratio  600:1 

Input 

Interface for Video Input  VGA (D‐SUB)   

Touch Interface  USB (4 Wire / Resistive Touch Panel)   

Vertical Frequency  31.469 ~ 79.976 kHz 

Horizontal Frequency  70.087 ~ 75.025 kHz 

Control Function 

Control Button  Yes   

OSD  Yes   

Power 

Power Input  12V, 3A   

Consumption Power  36 W   

Operating Environment 

Operating Temperature  0°C ~ 40°C / 32°F ~ 104°F   

Humidity  20% ~ 80% (with no condensation)   

Exterior 

Color  black and white   

Dimensions (W x H x D)    342.8 × 220.3 × 38.3 mm / 13.5 x 8.7 x 1.5 in   

Net Weight    1790 g / 3.95 lb   
Note:    All specifications are subject to change without notice. 
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http://www.geovision.com.tw/english/Prod_GVMNVR1000.asp
http://www.geovision.com.tw/english/Prod_GVMNVR2100.asp


 

Overview 

Right View  Left View 

  
 
 

Packing List 

 GV‐TouchDisplay133 device x1   

 VGA Cable x1   

 USB Cable x1   

 Magnetic Hinge x 1   

 Screw x 4   

  AC/DC Adapter x1 (12 V, 3 A, 36 W)     
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